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Technical Data: 
• 6 Ton Capacity
• Dump Box with 12 Volt Electric Over 

Hydraulic System - Tilts Hopper by 
Means of Two Hydraulic Cylinders

• Hydraulic Unloading and Loading 
Doors

• One Piece, Seamless, Ceramic 
Combustion Chamber

• 92% Combustion Efficiency
• 105,000 BTU Minimum Diesel or 

Propane  Fuel Source
• Automatic Temperature Control
• Fuel Tank - 20 Gallons
• 12 Volt Battery
• Tandem Torsion Axle Trailer with 

Electric Brakes and                  
Safety Breakaway

• Trailer Frame Steel:                         
2” x 8” x 1/4” Rectangular Tubing

• 8 Bolt Wheels with 17.5” Tires
• Hopper - Fully Insulated
• Triple Wall Construction 
• Hopper Floor 1/4” Steel
• Floor and all Four Walls are Heated
• 10 Gauge Capping Channel and 

Corner Molding
• Paint: Sandblasted with Two Coats 

of Epoxy Primer and Urethane Finish 
• GVWR of 20,000 lbs.
• Hopper Width: 83”
• Hopper Height: 75”
• FMCSA and NATM Compliant
• Operating Controls Located 

Curbside Whenever Possible

Falcon 6-Ton Dump Box Technical Data Sheet
•recycle asphalt
•hold hot mix
•heat cold patch


